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AUTOTAP, AN ALL AUSTRALIAN PRODUCT, HAS BEEN DESIGNED TO MEET THE STRINGENT HEALTH
DEPARTMENT REQUIREMENTS FOR HAND WASHING FACILITIES IN FOOD HANDLING ESTABLISHMENTS. THIS
HEALTHY APPROACH TO OBTAINING WATER WITHOUT TOUCHING A TAP, HANDLE OR KNOB IS EASILY
INSTALLED IN EXISTING WASH BASINS AND KITCHEN FACILITIES BY A LICENSED PLUMBER.
IN ALL INSTALLATIONS AND PARTICULARLY IN THE COMMERCIAL VENNUES, THE LOW VOLTAGE, ELECTRONIC
CIRCUITRY MAKES AUTOTAP NOT ONLY SAFE BUT HIGHLY EFFICIENT IN BOTH POWER AND WATER
CONSUMPTION.

HOW IT WORKS?
THE PRINCIPLE OF AUTOTAP’S OPERATION IS A HIGH FREQUENCY, PULSED INFRA-RED BEAM TUNED TO
RESPOND TO A PARTICULAR WAVE LENGTH AND FREQUENCY. WHEN THIS BEAM IS TRIGGERED, THE
SOLENOID IS ACTIVATED. MOVE A HAND BELOW THE TAP AND WATER FLOWS; REMOVE THE HAND AND THE
WATER STOPS. A PILOT OPERATION ALLOWS THE VALVE TO CLOSE SLOWLY ELIMINATING WATER HAMMER.
THE BEAM FOCUS POINT REQUIRES HANDS OR OBJECTS TO BE IN THE BASIN OR SINK AREA TO DELIVER
WATER. IF, HOWEVER, OBJECTS ARE LEFT INTHE BASIN OR SINK FOCUS AREA, A BUILT-IN TIMER WILL SHUT OFF
THE WATER FLOW AT A PRE-DETERMINED TIME. THE POWER SUPPLY FEATURES BOTH OVERLOAD AND
ACCIDENTAL OVERFLOW PROTECTION.




